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PROPOSED EARTH FILL COMPACTED
IN ACCORDANCE WITH SECTION 216
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PLAN

WATER FILLED HOLE

ESTIMATED SHAFT LOCATION
SHAFT DIMENSIONS
19.5'x 12

VIEW

NOTES:

1. THE CONTRACTOR SHALL USE EXTREME CAU

DUE TO THE UNKNOWN CONDITIOCN OF THE SHAFT AND THE UNKNOWN STABILITY OF THE AREA
THE ENGINEER RESERVES THE RIGHT TO INCREASE OR DECREASE THE

AROUND THE SHAFT.
VOLUME OF BACKFILLING MATERIALS REQUIRED.
DURING CONSTRUCTION.

2. THE CONTRACTOR SHALL LOCATE AND MEAS
IS INCIDENTAL TO PLACEMENT OF CA—1 FILL.

3. SEE SPECIAL PROVISION 216 FOR DETAILED
FILL MATERIALS.

TION WHEN WORKING IN THE AREA OF THE SHAFT
THE ENGINEER WiLL MAKE THE DETERMINATION
THIS WORK

URE THE DEEPEST PART OF THE VOID.

SPECIFICATIONS REGARDING PLACEMENT OF SHAFT

SHAFT FILLING DETAIL

DETAIL A—7 —

NOT TO SCALE

State of Hlinois

Department of Natural Resources

Galatia C.C. # 5 Main Shaft

Reclamation Project
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